
          

                                                                                                                  

Compression Packing  

One of the earliest products used for sealing and is still commonly used by modern industries is Compression 
packing. Made and woven with various styles and types that will function as a sealing for many kinds of media 
such as water, steam, acids, caustics, solvents, gases, oil, gasoline, and other types of chemical in various types 
of pumps, valves, agitators and other mechanical equipments. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                 

NP-01-L  Pure PTFE Packing With Oil 
Same as NP-01, but treated with special lubrication, designed for dynamic. NOORGAN 

compression packing NP-01 & NP-01-L both are economical packing. Applications for 

universal, suitable for valves, pumps and agitators in most mediums. 
 

 

 

NP-02   Graphite  PTFE Packing 
Braided from graphited PTFE (gPTFE) plain yarn. The packing is soft, with low density. 

Applications for use in pumps, valves, reciprocating and rotating shafts, mixers and agitators. 

Especially designed for services involving surface speeds and temperature higher than those 

normally specified for pure PTFE packings.  
 

 

 

NP-03  Pure Graphite Packing  
Braided from low-sulphur expanded graphite yarns, which are reinforced by cotton or glass 
fiber. It has a very low friction, does not damage shafts or stems. It shows good thermal and 
chemical resistance and high elasticity. NOORGAN NP-03 is a multi-service packing capable of 
a wide variety of uses throughout a plant.  

NP-04   Carbonized Fiber Packing Graphited 
Carbonized PAN fiber impregnated with PTFE dispersion containing graphite particles, PTFE 
and graphite makes the packing have excellent self lubrication. It can be used in weak acids 
and alkalis or media containing few grains of solid particles, both dynamic and static, mainly 
used for centrifugal pumps, plunger pumps, mixers and valves 

NP-01  Pure PTFE Packing 
Braided from pure PTFE yarn without any lubrication. It is soft, mainly for static sealing. 

Designed for valves and lower shaft speed Applications under medial pre`ssure in food 

processing, pharmaceuticals, paper mills, fibre plants where high purity and corrosion 

resistance is required.      
 

 

 

NP-05   Kynol Fiber Packing  
Braided from high-performance Kynol fiber impregnated with special PTFE lubricant, it has very 
good mechanical properties combining softness and strength. Compared to ordinary aramid 
and PTFE. It has multiple uses in chemical plants and pulp and paper mills, and is regularly 
used in rotating and reciprocating pumps, washer journals, liquor pumps and digesters. 

NP-06   Graphite PTFE & Aramid Corner Braided Pa cking 
Multi-yarn packing, the corners of packing are made of aramid yarns impregnated with PTFE, 
while the friction faces are made of gPTFE & GFO yarns. Used in reciprocating pumps, 
mixers, reactors and valves for petrochemical, paper and sugar industries , power stations. 

NP-07   Lubricated PTFE & Aramid Corner Braided Packing 
Combination braid of PTFE fibre with Aramid corner reinforcement and ‘run-in’ lubricant. These 
packings use fibres and braiding processes specifically developed to suit the field of 
application. Universal quality for high pressure applications and use with abrasive media 


