
          

 

                                                                                                                                    

              

       

AGS Series 

AGS seals designs a various types of Agitator seals with bearing or without bearing arrangement. This seal is 

independent of direction of rotation, used with various types of equipment like a mixer, agitator, vessel & glass line 

reactors. AGS seals are preset factory assembled cartridge seals for use in Agitators, Mixers and Reactor Vessels. 

The seal construction varies slightly for top entry vessels, side entry vessels and bottom entry vessels. The seals 

are designed to the shortest shaft length and the bearings are located as close to the vessel body to minimize the 

deflection 

.  

Features 
 Balanced/Unbalanced/Reverse Balanced 

 Single/Double acting Back to Back Seals 

 Independent of direction of rotation 

 Easy to install and operate 

 Easy to replace individual seal-wear parts 

 Competitive price 

 Operated with barrier & buffer fluid 

 Outside Mounted & Cartridge unit 
 

Applications 

 Chemicals / Petrochemicals Plants 

 Oil Refineries 

 Solvents 

 Fertilizers 

 Pharmaceuticals 

 Pesticides 
 

 

                            AGS-S / AGS-S-WB                                                    AGS-D / AGS-D-WB 

 

 
AGS-S          : Agitator Seal – Single 
AGS-S-WB   : Agitator Seal – Single With Bearing 
AGS-D          : Agitator Seal – Double   
AGS-D-WB   : Agitator Seal – Double With Bearing 

Mixer and Agitator Seal 
 

 

 
 

 

 

Operating Limits: 

 Shaft Dia : 25 to 250 mm 

 Pressure : 10 bar 

 Temperature : (-35) to 300oC  

 Velocity : 10 m/s 

Axial Movement : ± 1mm 

 

 


